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QAC Changeover Switch

• Compact design at 52 mm for single phase 
• High quality contacts 
• Easy to install and operate
• 3 Switch positions - main supply, alternative supply and off
• Available for single phase installations
• Mini and DIN rail mount (dual) with removable clips for 45 mm 

and 57 mm escutcheon
• Rated at 63 A
• IEC 60947-3 compliant

Features Applications
• Backup power generation 
• Residential

Approvals            IEC 60947-3

Technical Data

Product Type QAC(13)
Ambient Operating Temperature -40 °C to +85 °C
Mounting Options Dual (DIN & mini rail) mount, Dual Escutcheon with removable clips (45 mm and 57 mm)
Endurance 10000 operations; 1500 with current, 8500 without current
Dielectric Strength 1500 Vac for one minute
Rated Impulse Withstand Voltage 4 kV
Weight 69 g per pole, total weight 275 g (unpacked)

Altitude Certification tests done at altitude ≈ 2000 metres.  
Will operate at higher altitudes.

Flammability I3 - Ignition does not persist at 850 °C after 
glow wire is withdrawn with an oxygen index of ≥ 28

Toxicity F1 - Smoke index of ≤ 20 which determines the fume class

Pollution Degree PD2 - Normally only non-conductive pollution occurs.  
Temporary conductivity caused by condensation is to be expected.

Product Type Switch Disconnector
Approvals IEC 60947-3
Number of Poles 4
Operating Voltages 240 Vac
Current Rating 63 A
Rated S/C Withstand Capactiy (Icw) 3 kA, 50 ms
Rated S/C Making Capactiy (Icm) 1 kA

QAC-4(13) Mini Rail QAC-4(13) DIN Rail (clips removed)
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QAC Changeover Switch

Dimensional Drawing

Circuit Breaker Wire Size (IEC) Torque (IEC) Comments

Main Terminals 0.75 mm² - 25 mm² 3.5 N.m Pozidriv #2
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BOX TERMINAL CABLE CONNECTION SPACE

TOLERANCE 0.4mm UNLESS OTHERWISE STATED

SOURCE 1 LIVE

SOURCE 2 LIVE

SOURCE 2 NEUTRAL

SOURCE 1 NEUTRAL

LOAD LIVE LOAD NEUTRAL

WIRING DIAGRAM


